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PRODUCT PASSPORT Ne

Viscous petroleum road bitumen grade BND 130/200
GOST 22245-90 wiht ism. 1

Name of the NTD for sampling: GOST 2517-2012
OKPD 2 code: 19.2042.121 S600EONG,,
Date of manutacture of the product: 3/10/2023 Gertificate:of sonfemity Mo, CIIC ) F
s Lo, 1cate ol conlormity INO.
el S IO IV RU.OC08.00798 Tt is valid until ¥
Test date: 3/10/2023 01/13/2025r Copya L
Sampling location: R54
Batch number: 117
Batch size (weight) t: 300
Specified value
Ne Parameter Method GOST Result
Penetration, 0,1 mm, not lower than
1 |at25°C GOST 11501 131-200 184
at 0 °C 35 45
— - —
) Ring-and-ball softening point, °C GOST 11506 40 40
not lower than
Ductility, cm, not lower than:
3 |at25°C GOST 11505 70 75
at 0 °C* 6,0 6,2
4 | Breaking point, °C, not higher than GOST 11507 -18 -23
5 | Flash points in open cup**, °C, not lower than GOST 4333 220 281
. GOST 18180
* © -
6 | Mass change after heating®, °C, max GOST 11506 6 _ 4
7 | The penetration index GOST 22245 | Or-1,0 7o +1,0 -0.4
* Indicators are periodic, determined at least once every 10 days.
** The indicator is periodic, determined at least once a month.

Conclusion: Viscous petroleum road bitumen grade BND 130/200 corresponds GOST 22245-90 wiht ism. 1 to the above indicators

Scope of application of the product in accordance with paragraph 5 of Article 1 of the technical regulations of the Customs Union "Road
safety" (TR CU 014/2011).
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